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ALPHA evo

At 8490kg dry or 12590kg full the 4100L 
Evo with 36m TR5 aluminium boom 
delivers excellent flotation and sets a 
new standard in capacity spraying.
With new generation hydrostatic four-
wheel-drive transmission Evo provides 
outstanding power to weight ratio and 
performance.
ALPHA evo offers tank sizes 3500 & 
4100L with 10% overcapacity. Booms 
include the drift-proof Twin 24.5 to 
30.5m, EAGLE 24 to 30m FORCE 24 to 
36m & TR5 36 to 42m.
Track width from 1.82 to 3.43 is 
mechanically adjusted and ground 
clearance options are 1.2 or 1.65m.
Smooth ride, comfort and performance 
is provided by robust coil spring 
suspension elements dampened with 
hydraulic shock absorbers.
The three pillar cab gives unparalleled 
visibility, is spacious, comfortable and 
is well-appointed for long spraying days 
and nights.
HARDI fluid system from tank to nozzle 
delivers precision application to target.

Tank:	 	 3500L - 4100L
Engine:	 	 Deutz 6 cyl. 210 hp
EasyDrive:	 	 Transmission with 3 driving modes
Controller:	 	 HC 9500 12.1’’ touch screen 
TurboFiller:  High capacity, easy to operate
Liquid system:	 	 Simple to operate with many features
Clearance:	 	 120 - 165cm
Track width:	 	 182 - 354cm
EAGLE boom:	 	 24 - 30m 
FORCE  28 - 36m
TWIN air boom:  18.5 - 30.5m
TR5 boom:	 	 36 - 42m
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3 pillar cab design

With more than 320° unobstructed 
view the EvoCab was developed to 
give operators the best visibility in all 
directions.

Control over all aspects of the spray 
application is easier from the EvoCab.

Climate control

A combination dust and charcoal 
filter protect the operator and a fully 
integrated climate-control air conditioning 
system provides set-and-forget comfort.

The air conditioning cool air is also 
directed into a lunch box compartment 
under the co-driver's seat. 

EvoCab

The cab is spacious, uncluttered and 
sets new standards in clear unobstructed 
visibility. 
The 3-pillar design with full glass panels 
in the rear quarters provide unequalled 
view to the field and boom. 
The slim front corner posts are hardly 
noticeable.
Tinted safety glass and climate control 
with 9 air outlets provides operator relief 
on hot days and cold nights. 
EvoCab is operator friendly, comfortable 
and quiet. 
The forward sloping bonnet enhances 
the field of view for road transport
Access to the cab is via forward facing 
fold down steps and the cabin-door 
opens at the front to provide easy entry.
An air cooled lunch box doubling as 
a trainer's seat maximises use of the 
available space. 
Electric mirrors can be conveniently 
adjusted from within the cab. 
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Drivers seat left
Comfortable, high quality driver's seat 
can be fully adjusted and has its own 
suspension that will allow many hours of 
fatigue free spraying.

SprayCentre above
The spray centre incorporates EasyDrive 
hydrostatic transmission controls. 
EasyDrive provides 3 drive modes: 
Comfort, Normal & Power. 
Cruise control dial set the spraying 
speed.
The arm rest SprayCentre consloe can 
be adjusted forward and back to suit 
individaul operation position & comfort.

Ceiling control console right
Secondary control switch functions are 
grouped on the console just above the 
operator's head.

Operator environment

The comfort and efficiency is at the heart 
of the EvoCab design.
The air-ride fully adjustable seat provides 
exceptional operator comfort for those 
long spraying days
The joystick hydrostatic control and 
SprayCentre are attached to and move 
in unison with the driver’s seat. The 
HC9500 and engine management 
displays are ideally located. 
The SprayCentre switching is logically 
placed and grouped for easy fingertip 
operation.
The Steering column pivots and extends 
to provide for most comfortable driving 
position. Turning indicators, driving lights, 
high/low beam and hazard light selection 
are here.
In-cab storage is included in the arm 
rest console and a drawer under the 
seat. A lunch box positioned to the left 
of the operator is cooled from the air 
conditioning and double as a trainer’s 
seat.
Auxiliary12-volt power socket is 
standard.
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Spraying

Everything you need is at your finger 
tip, managed through the HC9500 
information & application control terminal 
and SprayCentre console.
The joystick combines the hydrostatic 
drive and vital spraying control functions. 
Forward, reverse and braking is 
operated by pushing forward or pulling 
back on the joystick control lever. 
Spray on/off, section control, boom 
height and wing tilt functions are 
managed from the joystick.
Secondary applications, hydraulics and 
function controls are managed from the 
SprayCentre console.
Fluid system selection switches for 
pump on/off, nozzle pressure, auto rate 
control and end nozzles are logically 
placed and easily operated.
The SprayCentre console incorporates 
the EasyDrive hydrostatic transmission 
drive modes selection and hydraulic 
boom fold functions. 
Cruise control dial allows the operator to 
set the application speed.

Fingertip control

The operator controls the spray and 
hydraulic functions on the SprayCentre 
along side the right arm rest.

HC9500 controller
12.1” ISOBUS terminal delivers the high 
performance and application precision in 
one intuitive touchscreen.
It integrates all information, providing the 
operator with the options of Guidance, 
Mapping, Rate Control, AutoSteer, 
AutoHeight and AutoSectionControl, 
spray records, field notes and variable 
rates application.
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Mixing filling & transfer

All the primary functions used when 
filling, spraying and cleaning are built 
into two colour-coded smart valves and 
are within easy reach and are logically 
placed.
A venturi ejector creates the vacuum 
required for fast filling, direct chemical 
suction and chemical transfer. 
The TurboFiller with turbo deflector 
creates a powerful liquid rotation to 
thoroughly mix chemical into solution 
before they are transferred.
A fully integrated slide pin, O-ring sealed 
HARDI manifold fluid system is driven by 
a grease-lubricated HARDI diaphragm 
pump.
The EasyClean suction filter is 
continuously monitored and the cyclone 
delivery filter is set to self-clean or can be 
manually purged. 
A locker is used to store chemical 
handling safety equipment and a 30 litre 
clean water tank provides ample water 
for personal hygiene.

Pump
The diaphragms separate the liquid 
from the vital parts of the pump such 
as its bearings and crankshaft, ensuring 
reliable and durable operation.
The pump features:
• Self-priming
• Able to run dry without damage
• Easy to service
• Grease-lubricated crankcase

TurboFiller
Lowering the TurboFiller into the 
operating position is made easy with a 
spring-loaded drop down bracket that 
automatically locks for transport.
The turbo deflector in the bottom of 
the TurboFiller, creates a powerful liquid 
rotation and a rinse nozzle is accessible 
to clean out containers.
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Fluid system

The main tank is a generous 3500 
or 4100L and has a deep sump for 
complete draining.
The main and rinse tanks are fully 
integrated into the chassis keeping the 
centre of weight low and forward of the 
rear axle.
The tank shape has a deep sump 
for complete emptying and allows 
for effective agitation as there are no 
sedimentation traps for pesticides.
The rinse tank is 410 litres and is 
positioned just behind the cab integrated 
into the main tank and chassis. Tank 
rinse nozzles easily reach all surfaces for 
flushing between fills and in the field.
The tank level indicator shows the tank 
level when filling.

EasyClean filter
EasyClean is a high-capacity suction 
filter with a very large filter surface. The 
condition of the filter is monitored on 
an external gauge which ensures the 
element is only cleaned when necessary.

CycloneFilter
A unique self-cleaning pressure filter 
uses a high-speed cyclone action 
to keep the filter element clear of 
contamination.
In addition a boost function allows the 
filter to be flushed when required.
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TR5 Aluminium booms

Performance through design and 
construction techniques learned over 30 
years.
The 36 to 42m TR5 is a truss boom 
that is half the weight of equivalent steel 
structures.
Five aluminium tube profiles running 
in parallel, separated by triangulated 
connecting elements, form the truss.
Pommier engineer their own profiles 
and use material cross-sections which 
are larger than what are possible with 
equivalent steel structures.
TR5 may look heavier but is in fact it is 
half the weight providing the opportunity 
to go wider and still be lighter.
Inertia forces created on headlands, 
cornering and while spraying is 
dramatically less than experienced with 
equivalent steel structures.
Trapeze boom centre is standard with 
optional pendulum centre for AutoTerrain 
boom height and stability control.
Wing tilt with nitrogen dampening is 
standard. First and second outer wings 
have a mechanical self-lock with a 
hydraulic unlock.

FORCE Boom
FORCE booms from 28 to 36m have 
inertia based boom control, anti yaw 
dampening and individual boom wing tilt. 
A coil spring and dynamic link trapeze 
boom centre with adjustable stability 
control ensures smooth ride in varying 
conditions.
Complete nozzle protection and space 
for dual boom lines is a standard feature 
of the FORCE boom.

EAGLE Boom
EAGLE boom offers unequalled 
performance in rough conditions and is 
available in sizes from 24 to 30m. 
The two dimension construction with 
dynamically linked coil spring centre 
provides smooth boom ride.
The inertia boom control and anti yaw 
dampening delivers excellent stability 
through cornering and headlands.
Wing tilt is optional
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Two powerful blower units provide air to the left and right boom respectively. The 
air produced by the fans allows better application even under very difficult weather 
conditions. Each blower has an output of 2000 m3/h/m boom and a maximum air 
speed of 35 m/sec.

1. TWIN fan
2. Hydraulic motor
3. Hydraulic cooler
4. TWIN air slot

Drift-Proof application

Twin is the ultimate in capacity 
application allowing spraying to continue 
in a wider range of weather conditions 
than with conventional sprayers
Boom sizes from 18 to 30m incorporate 
two powerful blowers units and an airbag 
that spans the entire length of the boom.
Twin utilises the most advanced 
application technology available. A 
curtain of air evenly distributed from 
under the booms length carries the spray 
droplets to the target, reducing drift and 
increasing coverage. 
The air speed and delivery angle of the 
air curtain are controlled by the operator 
to suit the application and spraying 
conditions. 
In difficult weather conditions the TWIN 
will deliver a precise application when 
conventioanl sprayers have stopped 
spraying. 
Farmers report significant efficiency and 
efficacy gains using the TWIN compared 
to conventional spraying.
Crunch the numbers with Twin Calculator 
- www.hardi-twin.com

AIR OFF AIR ON

2

1

4
3

20
 years

te c hnology



EasyDrive & Cruise

ALPHA evo uses a TDC 2012 TIER lll 
Deutz, turbo charged common rail fuel 
injected, water cooled, 6 cylinder 155 
kW (210 hp) engine.
A SAUER piston pump driven by the 
Deutz engine provides the hydrostatic 
drive to 4 POCLAIN dual displacement 
wheel motors. 
The Engine, EasyDrive and Cruise 
Control combination is powerful, efficient 
and ideally matched to the weight of 
ALPHA evo. 
EasyDrive coordinates various 
components of the ALPHA evo 4WD 
transmission to optimise performance 
capabilities. 
EasyDrive ensures the engine does not 
rev higher than needed increasing driving 
comfort and improving fuel savings.
Forward speed and direction is managed  
by the joystick control lever which allows 
the operator to concentrate on the 
application.
Diesel fuel tank capacity is 320L, 
providing easily a day's fuel requirement.

POCLAIN
hydraulic 

motor

DEUTZ engine
TIER lllEngine speed

Cockpit info
CAN-BUS

Cruise control
 speed regulator

Electronic engine 
management

DAH

EasyDrive

Rotary 
transmission 

switch Joystick
Hydraulic 

pump
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Suspension - rear
The trailing arm rear 
suspension with 
one coil spring and 
integrated shock 
absorber delivers 
robust reliability 
smooth ride 
performance and is 
maintenance free.

Suspension - front
The front trailing 
arm, oscillating axle 
suspension with 
two coil springs and 
shock absorbers 
provide smooth 
ride and operator 
comfort.

POCLAIN
hydraulic 

motor

The ride & agility

ALPHA evo ground clearance is 
standard 120 cm with an option of 
165cm. Its mechanical suspension is 
smooth, maintenance free and a proven 
system with many years of outstanding 
performance. 
Front and rear axles are both trailing arm 
coil spring configurations, with the front 
axle also oscillating. 
The ALPHA evo suspension provides 
for a more natural movement over the 
ground while enhancing traction, ride 
and longevity.
A foot pedal activates either 2 or 4-wheel 
steering modes, providing incredible 
manoeuvrability and low turning radius 
with automatic realignment of rear 
wheels.
In 4-wheel steering mode the rear wheels 
follow in the tracks of the front wheels.

Front wheel 
steering - auto-
steer compatible.

4-wheel steering 
in-field mode - 
not autosteer 
compatible.

Crab steering 
when in difficult 
conditions & for 
manouverability 
- not autosteer 
compatible.



HARDI reserves the right to change the specifications without notice. Illustrations shown may include optional extras and accessories.

HARDI Australia’s head office HARDI Australia Pty Ltd
ABN 74 076 150 617       ACN 076 150 617

534—538 Cross Keys Road 
Cavan, 5094.
South Australia 
P: (08) 8343 9999 
E: info@hardi-aus.com 
W: hardi.com.au The Sprayer

Axle types & track (1.80 - 2.20) (2.00 - 2.40) (2.25 - 2.70) (2.65 - 3.10) 
Track widths will vary slightly depending on the tyre choice & wheel offset 
Tyres options  Max speed possible
300/95R52  40 km/h
340/85R48  40 km/h
380/90R46 std   40 km/h
420/80R46   40 km/h
460/85R38  40 km/h
520/85R38  40 km/h

F

DA

B

E

C

Technical specifications:
Tank 3500L 4100L
Pumps, type, l/min 463 – 276 / 463H – 322 l/min
Booms EAGLE, FORCE, TR5, TWIN FORCE
Control type HC 9500
Engine Deutz 6 cyl. 210 hp 
Transmission 4-WD hydrostatic transmission 
Suspension Coil spring with Hyd. shock absorber 
Steering 4 wheels steer
Track adjustment Mechanical 40 cm increments
Turning circle (curb to curb) 9.24m with 2m track 4WS (radius 4.62m)
Weight (empty) with 38m TR5 ally 3500L - 8320kg 4100L - 8490kg
Total length A  8.5m
Total height (40 km/h, 380/90R46)  B  3.90m
Width with EAGLE boom 24 – 30m  C  3.5m
Width with FORCE boom 28 – 36m  C  3.5m
Width with TR5 boom 32 – 42m  C  3.5m
Width with TWIN air 18 – 30m  C  3.5m
Track widths available (380/90R46)  D  1.82 – 3.43m
Wheel base  E  3.73m
Clearance (380/90R46)  F  1.2m std 1.65m optional
Rinse tank, litres   410
Clean water tank, litres   15 
Storage locker, llitres   180 

Options available:Standard features:
1.65m crop clearance
1.82 to 3.54m mechanical track width
Boom prime
Boom line filters
Solenoid end nozzles
Boom end guards
Filtered directional fill
Banjo fast fill
GRANNI Pot with vacuum suction
Wheel turn mudguards & mud flaps
Under boom lighting
Auto height control
Reversing camera
OnTrac 2+ steering
ParaDyme steering

3500 or 4100L capacity
410L rinse tank & rinse nozzles
15L clean water tank
Boom choice 18 to 40m
210hp Deutz engine
4WD hydrostatic transmission
Cruise control
4 wheel steer & auto steer ready
2 to 2.4m mechanical track width
Coil spring suspension
1.2m under axle clearance
380/90R46 tyres
Mudguards fixed
Storage locker
HC9500 all-in-one touch screen controller
 with AutoSection control
AgLeader GPS 2500 receiver 
SprayCentre control
Electronic tank gauge
Climate control
Blue tooth sound system
HARDI 463 diaphragm pump
SmartValve fluid system
35L TurboFiller induction
1 1/2" FastFill
Cyclone delvery filter
EasyClean suction filter
Remote tank drain
EFC-4 section & pressure control
180L storage locker


